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pressure (Pi) for the pressure test shall 
be 460 millimeters (mm) of water (18 
inches of water), gauge. The initial 
vacuum (Vi) for the vacuum test shall 
be 150 mm of water (6 inches of water), 
gauge. The maximum allowable pres-
sure and vacuum changes (D p, D v) for 
all affected gasoline cargo tanks is 3 
inches of water, or less, in 5 minutes. 

(2) Railcar bubble leak test procedures. 
As an alternative to the annual certifi-
cation test required under paragraph 
(1) of this section for certification 
leakage testing of gasoline cargo 
tanks, the owner or operator may com-
ply with paragraphs (f)(2)(i) and (ii) of 
this section for railcar cargo tanks, 
provided the railcar cargo tank meets 
the requirement in paragraph (f)(2)(iii) 
of this section. 

(i) Comply with the requirements of 
49 CFR 173.31(d), 49 CFR 179.7, 49 CFR 
180.509, and 49 CFR 180.511 for the peri-
odic testing of railcar cargo tanks. 

(ii) The leakage pressure test proce-
dure required under 49 CFR 180.509(j) 
and used to show no indication of leak-
age under 49 CFR 180.511(f) shall be 
ASTM E 515–95, BS EN 1593:1999, or an-
other bubble leak test procedure meet-
ing the requirements in 49 CFR 179.7, 49 
CFR 180.505, and 49 CFR 180.509. 

(iii) The alternative requirements in 
this paragraph (f)(2) may not be used 
for any railcar cargo tank that collects 
gasoline vapors from a vapor balance 
system and the system complies with a 
Federal, State, local, or tribal rule or 
permit. A vapor balance system is a 
piping and collection system designed 
to collect gasoline vapors displaced 
from a storage vessel, barge, or other 
container being loaded, and routes the 
displaced gasoline vapors into the rail-
car cargo tank from which liquid gaso-
line is being unloaded. 

[73 FR 1933, Jan. 10, 2008 as amended at 73 FR 
12276, Mar. 7, 2008] 

NOTIFICATIONS, RECORDS, AND REPORTS 

§ 63.11093 What notifications must I 
submit and when? 

(a) Each owner or operator of an af-
fected source under this subpart must 
submit an Initial Notification as speci-
fied in § 63.9(b). If your facility is in 
compliance with the requirements of 
this subpart at the time the Initial No-

tification is due, the Notification of 
Compliance Status required under 
paragraph (b) of this section may be 
submitted in lieu of the Initial Notifi-
cation. 

(b) Each owner or operator of an af-
fected source under this subpart must 
submit a Notification of Compliance 
Status as specified in § 63.9(h). The No-
tification of Compliance Status must 
specify which of the compliance op-
tions included in Table 1 to this sub-
part is used to comply with this sub-
part. 

(c) Each owner or operator of an af-
fected bulk gasoline terminal under 
this subpart must submit a Notifica-
tion of Performance Test, as specified 
in § 63.9(e), prior to initiating testing 
required by § 63.11092(a) or § 63.11092(b). 

(d) Each owner or operator of any af-
fected source under this subpart must 
submit additional notifications speci-
fied in § 63.9, as applicable. 

§ 63.11094 What are my recordkeeping 
requirements? 

(a) Each owner or operator of a bulk 
gasoline terminal or pipeline breakout 
station whose storage vessels are sub-
ject to the provisions of this subpart 
shall keep records as specified in 
§ 60.115b of this chapter if you are com-
plying with options 2(a), 2(b), or 2(c) in 
Table 1 to this subpart, except records 
shall be kept for at least 5 years. If you 
are complying with the requirements 
of option 2(d) in Table 1 to this sub-
part, you shall keep records as speci-
fied in § 63.1065. 

(b) Each owner or operator of a bulk 
gasoline terminal subject to the provi-
sions of this subpart shall keep records 
of the test results for each gasoline 
cargo tank loading at the facility as 
specified in paragraphs (b)(1) through 
(3) of this section. 

(1) Annual certification testing per-
formed under § 63.11092(f)(1) and peri-
odic railcar bubble leak testing per-
formed under § 63.11092(f)(2). 

(2) The documentation file shall be 
kept up-to-date for each gasoline cargo 
tank loading at the facility. The docu-
mentation for each test shall include, 
as a minimum, the following informa-
tion: 
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